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	THE PROFESSIONAL ENGINEER’S CERTIFICATE OF INSPECTION AND

COMPLETION OF TEMPORARY BUILDINGS

[Regulation 7(2) of the Building Control (Temporary Buildings) Regulations]
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Particulars of temporary building worksite to which this Certificate relates:

BP reference number of worksite : _________________________________________________ 

*Lot / Plot : __________________________________________________________________ *TS / MK : _______________________

Address/Road :  ________________________________________________________________________________________________

Description of Temporary Building(s):



	I hereby certify that I have supervised the erection of the temporary buildings. I have inspected the temporary buildings and certify that they have been completed in accordance with the provisions of The Building Control (Temporary Buildings) Regulations and the plans and design which were prepared by me.



	Signature & Name of

Professional Engineer

Date : _____________________
	Name & Address of

Professional Firm

Tel no.: _______________________


* Delete accordingly.

ADVISORY NOTE ON REQUIREMENTS IN RESPECT OF TEMPORARY

BUILDINGS WITHIN BUILDING WORKSITE

A(1)
A builder who intends to erect a worker’s quarters, site office, store, builder’s shed or other shed that:

a) comprises 2 storeys or more;

b) is required in connection with any building work relating to permanent buildings; and

c) is situated within the boundaries of the site of the building works,

shall engage a professional engineer to design and supervise the erection of the building.

A(2)
On completion of such building, the professional engineer engaged under paragraph A(1) shall furnish the builder with all the plans, designs and calculations of the temporary building together with a certificate of inspection and completion (Form BEV/TC).

A(3)
The builder shall not permit such building to be occupied unless paragraph A(2) has been complied with.

A(4)
The builder shall:

a) at all time keep such records at the site of such temporary building;

b) produce the records referred to in paragraph A(4)(a) for inspection when required to do so by the Commissioner of Building Control; and

c) forthwith demolish such temporary building on completion of the permanent building or buildings in connection with which the temporary building was erected or at any time required by the Commissioner of Building Control.

A(5)
Any person who contravenes or fail to comply with this regulation shall be guilty of an offence.

REQUIREMENTS IN RESPECT OF WORKERS’ QUARTERS
B(1)
The person who erects, causes or permits the erection of the workers’ quarters required in connection with any building works relating to permanent buildings shall ensure that the workers’ quarters comply with the following additional design requirements:

a) the height of each storey shall not be less than 2,600mm;

b) every room shall be provided with windows or openings having an aggregate area of not less than 10% of the floor area of the room for natural ventilation;

c) the clear width of any staircase shall not less than 1,200mm; and

d) proper lightning conductors shall be installed.

B(2)
Any person who contravenes or fail to comply with paragraph B(1) shall be guilty of an offence.
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